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118vellt system

Calix infroduces during the spring a replacement for the present UMV heater.
The new model for 115volt system with designation ProHeater (Professional
Heater), has some product improvements such as the size, which facilitates the
installation. The new heater is also equipped with a rubber sealing for
increased service life and reliability.

Our thoroughly-tested heater is equipped with overheating protection and a
thermostat. The heater is delivered as a complete kit, consisting.of a plug-in
connector, bracket and connecting cablefr only as a heater with bracket.

The picture shows the product in actual size.
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Designation Power Recommendation Regulating range  P/N kit  P/N heater
PH500 500W | 4-12 litre cooling system 60/80°C (+/-5°C) |1830501| 1833051
PH750 750W | 12-18 litre cooling system | 60/80°C (+/-5°C) |1830751| 1833071
PH1000 1000W | 16-25 litre cooling system | 60/80°C (+/-5°C) |1831001| 1833101
PH1500 1500W | 25-30 litre cooling system 60/80°C (+/-5°C) 1831501 1833151

— .
PH500L 500W | 4-12 litre cooling system 25/50°C (+/-5°C) |1830503| 1833 0153 .
PH750L 750W | 12-18 litre cooling system | 25/50 °C (+/-5°C) |1 830 753 1. 833 0'73
PH1000L 1000W | 16-25 litre"cooling systeh 25/50°C (+/-5°C) [1831003| 1833103
PH1500L 1500W | 25-30 litre cooling system | 25/50°C (+/-5°C) |1 831503 | 1833153
For further information, please con’roc’r'ynlour Ioco[ Colix,repr‘els,_en.’rg’rive. ]

Postal address: Calix AB, P.O. Box 5026, SE-630 05 Eskilstuna, Sweden. Visiting address: Filargatan 14
Telephone: +46 (0)16-10 80 00, Telefax: +46 (0)16-13 41 19, E-mail: info@calix.se, Internet: www.calix.se



mailto:info@calix.se
http://www.calix.se/

